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DESCRIPTION: 
 
A ready to use, dry shake, colored or uncolored hardener for 
freshly placed concrete hardscapes or floor. 
Formulated to be easily incorporated into the surface of 
freshly placed concrete. AmanCrete 200 produce hard-
working, attractive concrete floors with dense, abrasion-
resistant, easy-to-maintain surface in wide range of colors. 
 
ADVANTAGES: 
 

 AmanCrete 200, It is longer wearing easier to 
maintain and more resistant to the effect of 
freeze/thaw cycles and deicing salts. 

 It provides colored consistency, it adds vibriant & 
suitable color to hard scape while providing an 
attractive surface for pedestrian, vehicular traffic. 

 It offers streak free, uniform color and dense 
surface. 

 To match or blend with AmanCrete 200, hardscapes 
of floors, adjacent surface of freshly placed, vertical 
concrete, such as curbs and risers, may be plastered 
with a mix of AmanCrete 200, and water. 

 AmanCrete 200 is regularly used with imprinted 
concrete to produce the look of hand-set brick, tile, 
or aged stone. Used with a variety of imprinting 
tools, its rich finishing paste allows the production 
of sharp, clear, wear-resistant patterns. Color 
hardener, antique surfaces exhibit an attractive 
timeworn, mottled patina. These effects are 
achieved by use of AmanCrete 300, Mat Release 
Agent, and Aman Super Sealer. 

 When a color-matched, heavier-duty, more slip-
resistant surface is required for heavy traffic areas, 
some industrial and commercial floors, or for ramp 
and loading docks, AmanCrete 100, Concrete 
Surface Hardener is recommended. 

 
PACKAGING: 
 
AmanCrete 200 is available in 35 kg. /bag 
 

  
APPLICATION: 
 
Adjacent concrete surfaces should be protected by plastic 
sheeting during application and finishing of the color 
hardener. To ensure sufficient and uniform coverage, 
AmanCrete 200 should not be applied at less than the rate 
described in COVERAGE. The required bags of materials 
should be distributed as needed around the edges of the 
concrete slab. 
 
AmanCrete 200 should be applied after the concrete 
substrate has reached the point where the bleed water 
disappears and the floating process will not disrupt the level 
of the surface. Earlier application may reduce durability and 
require a higher coverage rate. Color hardener should 
never be used to dry bleed water remaining on the surface. 
 
AmanCrete 200, Color Hardener should be hand-broad 
casted uniformly across the surface by the dry-shake 
method. Wide areas many necessitate the use of a bridge. 
Mechanical spreaders are effective on large installation. 
 
AmanCrete 200 should normally be applied in two separate 
broadcasting operations (shake). Two-thirds of the material 
should be applied in the first shake with one-third being 
with held for the second shake and final touch-up as 
necessary. For applications of over 4.5k.g/m2, three shakes 
should be considered with one-half of the material being 
applied during the first shake. 
  
To prevent segregation of the aggregates, the color 
hardener should not be broadcast from above knee level or 
further for more than five feet, less under windy conditions. 
For more uniform coverage, applications should be made at 
90 degrees to each other when practical. Since concrete 
sets more rapidly along the edges of the slab, material 
should be applied to the edges first, and they should be 
worked before the rest of the surface. A small quantity of 
material should be withheld from the final shake for 
touching up non-uniform or weak-toned areas as 
necessary. 
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The necessary moisture for wetting the color hardener must 
come from the concrete substrate to develop the proper 
strength and monolithic bonding. Water must not be 
sprinkled or otherwise added to the surface during 
application. Otherwise, a discolored and weakened surface 
with reduced durability may occur. After each application, 
the dry color hardener must be thoroughly and completely 
worked into the surface by use of wooden hand floats or a 
power-troweling machine equipped with float blades (shoes). 
Long-handled fresnos must not be used. The concrete must 
not be troweled until after the final application. 
After application of the final shake, the surface should be 
floated, then hand or machine troweled. To prevent burning 
or darkening of the surface, hard steel troweling (brushing) 
should be minimized, especially at the edges and joint lines. 
 
The specified texture should be applied uniformly using 
consistent finishing practices. All surfaces should be finished 
 
STANDARDS: 
 
The coloring materials in AmanCrete 200 conform to ASTM C 
979 for color stability. Professional concreting standards and 
practices, including those published by American Concrete 
Institute (ACI) and the Portland Cement Association (PCA), 
should be followed. 
 
TECHNICAL DATA 
 

Density 1700 ±100 kg/m³ 

Compressive strength 65 N/mm² 

Aggregate size Max  1.2 mm 

Aggregate shape Round 

Resistance of abrasion 95 mm3 

Hardness on  (Mohs 
scale) 

6 

 
COLORS: 
AmanCrete 200, is available from stock in Twenty Four 
standard colors. 
With sufficient prior notification, virtually any custom color 
from light pastels to intense hues can be formulated. 
 

 
TEXTURES AND SLIP RESISTANCE: 
 
Only uniformly slip-resistance concrete surfaces, such as 
broomed, swirl, light sandblasted, or most imprinted 
concrete  should be considered for installation of colored 
floors utilizing AmanCrete 200. When a flat interior floor is 
required, extra precautions should be taken to insure that 
the surface is uniformly troweled so that it will not be 
slippery. 
 
within reasonably the same time after placing. 
On the interior floors, final hand-troweling should be done 
in consistent direction and uniformly so that it will not be 
slippery. If the color-hardener surface is to be imprinted 
with mat-type tools, 
AmanCrete 300, Mat Release Agent in the appropriate 
color and Aman Super Sealer should be used as described 
in antiquating  
If the color hardener concrete is to be chemically stained 
after curing, Aman Chemical Stain and Aman Super Sealer 
should be used as described in chemical staining. 
When construction joints are to be saw cut, the use of a dry-
cut saw is suggested within the first few hours. 
 
COVERAGE: 
 
Coverage requirements vary according to intended use and 
color. AmanCrete 200, should never be applied at a 
coverage rate of less than 3 kg./1 m2, and for commercial 
applications or when a lightly stand blasted finish is 
required a minimum of 4 kg./1m2 is recommended. For 
heavier-duty applications, up to 5 kg./1 m2 may be used. 
Regardless of use, light color and whites require minimum 
coverage rages of 4 kg./1 m2. 
 
 
 
GUARANTEE 
 
The information given is based on knowledge and 
performance of the material. Every precaution is taken in 
the manufacturing of the product and the responsibility  is 
limited to the quality of supplies, with no guarantee of 
results in the field, as AMANCRETE has no control over site 
conditions or exeuction of work. 

 


